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Amendment, filed 5/30/06 has been entered. 

EXAMINER'S AMENDMENT 

1 . An examiner's amendment to the record appears below. Should the changes and/or 
additions be unacceptable to applicant, an amendment may be filed as provided by 37 CFR 
1.312. To ensure consideration of such an amendment, it MUST be submitted no later than the 
payment of the issue fee. 

Authorization for this examiner's amendment was given in a telephone interview with 
Geza C. Ziegler on 06/15/06. 

The application has been amended as follows: 
Claims have been amended per Attachment A. 

Note. Claim 13 and the dependent claims 14 and 26 have been cancelled because they were 
reading on Perkins in view of Feder. Other claims were amended for clarity. 

Allowable Subject Matter 

2. Claims 1, 2, 5-7, 9-12, 15-17, 19-25 and 27-29 are allowed. 

Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to Dmitry Levitan whose telephone number is (571) 272-3093. The 
examiner can normally be reached on 8:30 to 4:30. 



Application/Control Number: 09/963,332 



Page 3 



Art Unit: 2616 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Doris To can be reached on (571) 272-7529. The fax phone number for the 
organization where this application or proceeding is assigned is 571-273-8300. 

Information regarding the status of an application may be obtained from the Patent 
Application Information Retrieval (PAIR) system. Status information for published applications 
may be obtained from either Private PAIR or Public PAIR. Status information for unpublished 
applications is available through Private PAIR only. For more information about the PAIR 
system, see http://pair-direct.uspto.gov. Should you have questions on access to the Private PAIR 
system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll-free). If you would 
like assistance from a USPTO Customer Service Representative or access to the automated 
information system, call 800-786-9199 (IN USA OR CANADA) or 571-272-1000. 




Dmitry Levitan 
Examiner 
Art Unit 2616 
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Attachment A. 

1. (Currently Amended) A method of using mobility agents in a telecommunications 
system, which telecommunications system comprises at least one mobile node 
supporting the-mobile IP and several network elements, of which network elements at 
least one comprises one or more mobility agents configured to transmit advertising 
messages to mobile nodes, the method comprising: 

establishing a data transmission connection between a mobility agent and one or 
more network elements in the system to collect attribute information, 

transmitting to the mobility agent information on attributes of one or more network 
elements from the connected one or more network elements, 

transmitting said information on the attributes in advertising messages from the 
mobility agent to at least one mobile node, and 

using said information in the mobile node in the selection of a serving network 
element. 

2. (Currently Amended) A method according to claim 1, wherein: 

said information is transmitted in advertising messages including care-of addresses of 
the mobility agents periodically, at the.a request of a mobile node, or periodically 
and at the request of a mobile node. 



3-4. (Cancelled) 
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5. (Currently Amended) A method according to claim 1, wherein the mobile node is 
wireless and the telecommunications system is wireless and comprises access points 
which offer a wireless connection to at least one mobile node, said information 
comprising at least one of the following: 

loads of different access points, 

information on thea least loaded access point, 

information on &ea recommended access point, and 

other quality of service parameters of the access points. 



6. (Currently Amended) A method according to claim 5, wherein: 

the attributes of different access points that offer a wireless connection to the at 
least one mobile node a re compared in the mobile node on the basis of said 
information, 

antfce access point that, on the basis of its attributes and any other criteria, can 
offer a telecommunications connection to the mobile node is selected, and 

a connection is established between the selected access point and the mobile node. 



7. (Previously Presented) A method of utilizing advertising messages in a 
telecommunications system, which telecommunications system comprises at least one 
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mobile node and at least one router, the router being configured to transmit advertising 
messages to mobile nodes, the method comprising: 

establishing a connection between at least one router and at least one network 
element to collect attribute information, 

transmitting to the router information on attributes of one or more network elements 
from the connected network element, 

transmitting advertising messages from the router to at least one mobile node, the 
messages including said information on the attributes of one or more network 
elements, and 

using said information in the mobile node in selection of a serving network element. 

8. (Cancelled) 

9. (Currently Amended) A method according to claim 7, wherein the at least one mobile 
node is wireless and the telecommunications system is wireless and comprises access 
points which offer a wireless connection to the at least one mobile node, said 
information on attributes of one or m ore network elements comprising at least one of 
the following: 

loads of different access points, 

information on thea least loaded access point, 

information on fchea recommended access point, and 
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other quality of service parameters of the access points. 
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10. (Currently Amended) A method according to claim 9, wherein 

toe-attributes of different access point* which offer a wireless connection to the at 
least one mobile node are compared in the mobile node on the basis of said 
information, 

the-iD_acces5 point that, on the basis of its attributes and any other criteria? can 
offer a telecommunications connection to the mobile node, is selected, and 

a connection between the selected access point and the mobile node is established. 



11. (Currently Amended) A network element of a telecommunications system, the 
network element comprising: 

an IP mobility agent, wherein the network element is configured to connect an other 
network element to collect attribute information, 

the IP mobility agent is configured to receive information on attributes of one or 
more network elements from the other network element separate from the 
network element comprising the IP mobility agent, and 

the IP mobility agent is configured to transmit the information on attributes 0 f one or 
more other network elements in advertising messages to at least one mobile 
node. 
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12. (Currently Amended) A network element according to claim 11, wherein the 
information on attributes of one or more network elements transmitted in advertising 
messages further comprises attributes of one or more access points of the 
telecommunications system. 

13-14. (Cancelled) 

15. (Currently Amended) A mobile node supporting the mobile IP for a 
telecommunications system, which telecommunications system comprises several 
network elements, of which at least one comprises one or more mobility agents, said 
mobile node comprising: 

reception means for receiving in advertising messages attribute information on one 
or more network elements from at least one mobility agent, said information 
being received by the ot loost one or more mobility agents from another network 
element separate from the network element comprising the at l east one or more 
mobility agents and connected to collec t the attribute information received in 
advertising messages, and 

processing means for selecting -a serving network element on the basis of said 
attribute i nformation received in advertising messages . 

16. (Currently Amended) A mobile node according to claim 15, wherein: 

the processing means are configured to compare attributes of the foreign agents of 
the basis of said attribute information received in advertising messaoes. 
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the processing means are configured to select -a foreign agent that on the basis of 
its attributes can -take care of data transmission of the mobile node, and 

the processing means are configured to transmit a registration request to the 
selected foreign agent. 

17. (Currently Amended) A mobile node according to claim 15, wherein: 

said attribute information in advertising messages comprise attributes of the-access 
points of the telecommunications system, 

the processing means are configured to compare the attributes of the access points 
on the basis of said attribute information received from the mobility agents, 

the processing means are configured to select thean access point that* on the basis 
of its attributes and any other criteria, can offer a telecommunication connection 
to the mobile node, and 

the processing means are configured to establish a connection between the selected 
access point and the mobile node. 

18. (Cancelled) 

19. (Currently Amended) A mobile node for a telecommunications system, which 
telecommunications system comprises one or more routers configured to transmit 
advertising messages having attribute information, said mobile node comprising: 

—9 — 
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reception means for receiving the-attribute information on one or more network 
elements from at least one router, said attribute information being received by 
the at least one router from another network element separate from the network 
element comprising the at least one router and connected to collect £he_attribute 
information, and 

processing means for selecting a serving network element on the basis of said 
attribute information. 



20. (Currently Amended) A mobile node according to claim 19, wherein said attribute 
information in advertising messages comprises attributes of toe-access points of the 
telecommunications system, 

the processing means are configured to compare the attributes of the access points 
on the basis of said attribute information. 

the processing means are configured to select an access point that* on the basis of 
its attributes and any other criteria* can offer a telecommunication connection to 
the mobile node, and 

the processing means are configured to establish a connection between the selected 
access point and the mobile node. 



21. (Previously Presented) A method according to claim 6, wherein said other criteria 
comprises radio channel measurements. 
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22. (Previously Presented) A method according to claim 10, wherein said other criteria 
comprise radio channel measurements. 

23. (Previously Presented) A mobile node according to claim 17, wherein said other 
criteria comprise radio channel measurements. 

24. (Previously Presented) A mobile node according to claim 20, wherein said other 
criteria comprises radio channel measurements. 

25. (Currently Amended) A network element according to claim 11, wherein the IP 
mobility agent is configured to request attribute information from the other network 
element. 

26. ( Cwontly Amended) A r outer according to elo i m 13, whoroin tho router i s 
conf i gured to roquoct at tri bute information from the one network e l ement (f^Vvi^ 



27. (Currently Amended) A mobile node according to claim 15, wherein 

said attribute information comprises at least one of the following foreign agent 
attributes: 

current delay of #»ea connection offered by the foreign agent, 
average delay of the connection offered by the foreign agent, 
jitter of the connection offered by the foreign agent, 
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number of users served by the foreign agent, and 
throughput of the foreign agent. 

28. (Currently Amended) A method according to claim 1, wherein; 

attributes of different foreign agents are compared in the mobile node on the basis of 
said- attribute information received bv the mobile node fr om the foreign agents, 

fche-ajoreign agent is selected, t hat on the basis of its attributes,, can take care of 
data transmission of the mobile nod e is selected, and 

a registration request is transmitted to the selected foreign agent 

29. (Currently Amended) A method according to claim 27, wherein 

said attribute information comprises at least one of the following foreign agent 
attributes: 

current delay of fcfcea connection offered by the foreign agent, 
average delay of the connection offered by the foreign agent, 
jitter of the connection offered by the foreign agent, 
number of users served by the foreign agent, 
throughput of the foreign agent, 
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load of the foreign agent, and 

proportional load of the foreign agent compared to the-other foreign agents in the 
system. 
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